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GridFree Solar

BATTERY SOLUTIONS & REBATES

y

R A
Safe o Scalable on Demand
* LFP Chemistry, Field-Proven BMS * Flexible Configuration from 5.12
Integrated in Individual Module, to 30.72 kWh per Stack, Up to
DC Breaker & Fuse Adapted 4 Stacks
O @ <
g8 Powerful Outdoor Rated Enclosure
+ )
* Upto 10.24kW Continuous Output * Water & Dust proof for Both Indoor

and Outdoor

(k0

Plug-and-play (15-min installation) ¢_Q Smart

* Quick Connectors, Hand-wiring Free =+ Remote Upgrading & Monitoring
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GridFree Solar
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LFP 5.12kWh 51.2V
47.5V~56.8V 100Ah 50A 50A
CE, IEC62619, UL1973,
UN38.3, UL9540, UL9540A

CellType

Nominal Energy

Nominal Voltage

Voltage Range

Nominal Capacity

Recommended Continuous Discharge Current
Recommended Continuous Charge Current
Certifications

3
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Model 1 ‘ 2 3 4 5 6

Cell Type LFP

Nominal Voltage 51.2V

Voltage Range 47.5V~56.8V

Nominal Capacity 100Ah

Nominal Energy 5.12kWh 10.24kWh 15.36 kWh 20.48 kWh 25.6 kWh 30.72 kWh
Recommended Power 2.56kW 5.12kW 7.68kW 10.24kW 10.24kW 10.24kW
Dimensions (L x W x H) 681 x242x540 | 681x242x800 | 681x242x1060 681x242x1320 681 x242x1580 681 x242x1840

(mm/inch)
Weight(kg/lbs)

26.8x9.5x21.3 | 26.8x9.5x31.5 |26.8x9.5x41.7 | 26.8x9.5x52.0

26.8x9.5x62.2

26.8x9.5x72.4

71.7/158.1 125/275.6 178.3/393.1 | 231.6/510.6 284.9/628.1 | 338.2/745.6
Efficiency >295%
Communication CAN, RS485
Cycle Life >6000Cycles
Protectionlevel
IP55

Ambient Temperature

-10°C~55°C / 14°F~131°F

Storage Temperature

Within 1 month: -20°C~50°C / -4°F~122°F
1~3 months: -10°C~40°C /14°F~104°F
3~12 months: 0°C~30°C /32°F~86°F

[1]: 4 models parallel in Pi LV1 is Recommended.[2]: @25C, 0.5C Charging/Discharging, 90% DoD
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CellType LFP 5.12kWh 51.2V

Nominal Energy 47.5V~56.8V 100Ah 50A 50A
Nominal Voltage CE, IEC62619, UL1973,
Voltage Range UN38.3, UL9540, UL9540A

Nominal Capacity

Recommended Continuous Discharge Current
Recommended Continuous Charge Current
Certifications

3
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Model 1 2 3 4 5 6

Cell Type LFP

Nominal Voltage 51.2V

Voltage Range 47.5V~56.8V

Nominal Capacity 100Ah

Nominal Energy 5.12kWh 10.24kWh 15.36 kWh 20.48 kWh 25.6 kWh 30.72 kWh
Recommended Power 2.56kW 5.12kW 7.68kW 10.24kW 10.24kW 10.24kW
Dimensions (L x W x H) 681 x 242 x 540 681 x 242 x 800 681 x 242 x 1060 681 x 242 x 1320 681 x 242 x 1580 681 x 242 x 1840
(mm/inch) 26.8%9.5x21.326.8%9.5x31.5 26.8 9.5 x 41.7 26.8 x 9.5 52.0 26.8 X 9.5 X 62.2 26.8 X 9.5 X 72.4
Weight(kg/1bs) 71.7/158.1  125/275.6  178.3/393.1 231.6/510.6 284.9/628.1  338.2/745.6
Efficiency 5059

Communication CAN, RS485

Cycle Life >6000Cycles

Protection level
IP55

-10°C~55°C / 14°F~131°F

Ambient Temperature

Within 1 month: -20°C~50°C / -4°F~122°F
Storage Temperature 1~3 months: -10°C~40°C /14°F~104°F
3~12 months: 0°C~30°C /32°F~86°F

[11: 4 models parallel in Pi LV1 is Recommended.[2]: @25C, 0.5C Charging/Discharging, 90% DoD

Address: 6/3 Leader St Truganina 3029
Contact : 0499 999 952 / 0478 479 096



SARAH JONES

ART DIRECTOR

PROFILE

(04) 918 9812 187

ameliasmith@email.com

www.ameliasmith.com

EDUCATION

Berkshire University

2016 - 2020
AB Multimedia Arts
Magna Cum Laude

Berkshire University

2016 - 2020
AB Multimedia Arts
Magna Cum Laude

REFERENCE

Steven Phillip

Design Professor

stevenphillip@email.com

(04) 983 1823 928

EXPERIENCE

Stonehouse Entertainment / 2019-2020

On-The-Job Training
Tasked to design production materials to be used
on the set.

Stonehouse Entertainment / 2020 - 2023

Junior Graphic Designer
Tasked to execute marketing team's design needs
for client work.

Presence Ad Agency / 2023 - Present

Senior Graphic Designer
Tasked to oversee junior graphic designers' works
prior to releasing.

AWARD

Presence Ad Agency / 2024

Company Design Awards
2nd Place - Client Work

WWW.SARAHJONES.COM // 831 984 195




